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PERSONEL YUKSELTICILER / AERIAL WORK PLATFORMS

AKOLO MAKASLI PLATFORM / Poviered SCISSOR AERIAL WORK PLATFORM

Kaldirma kapasitesi / Capacity

(Genigletme mekanizmasinin kapasitesi / S.w.L on extension

Maksimum personel sayisi / Max. occupants
Galisma yiikseklidi / Working height
Platform yiiksekligi / Platform height
Makine boyu / Overall length

Makine genisligi / Overall width

Makine yiiksekligi / Overall height (korkuluk agi, rails up)

Makine yiikseklii / Overall height (korkuluk kapal,
Platform dlgilsii / Platform size

Platform uzama mesafesi / Platform extension size
Zemin agikhii / Ground clearance (platform kapa, stowe)
Zemin agikhiji / Ground clearance (platform agik, raised)

Teker mesafesi / Wheelbase

Déinme capi / Turning radius (ig/ds, inside/outside)
Siirii motoru / Drive motors

Kaldirma motoru/ Lifting motor

Kapalt hiz / Travel speed (stowed)

Actk hiz / Travel speed (raised or extended)
Kaldirma-indirme hizi / Up-down speed
Ak / Battery

Sarj cihaz / Integretad charger

Tirmanma / Gradeability

Maksimum egim / Maximum slope
Tekerlekler / Tyres

Agirlik / Weight

NL-SEL/X 8.0 DC NL-SEL10 DC
NL-SEL 6.0 DC/ NL-SEL 8.0 DC

NL-SEL5.8DC  NL-SEL6.00C

NL-SEL8.0DC  NL-SELX8.0DC NL-SEL10.0DC  NL-SEL12.00C  NL-SEL14.0DC

230 380 230 450 320 230 200
113 13 13 113 13 13 113
2 2 2 2 2 2 2
18 8.0 10.0 10.0 12.0 13.8 15.7
5.8 6.0 8.0 8.0 10.0 1.8 13.7
1.86 2.48 2.48 2.48 2.48 2.48 2.84
0.76 0.81 0.81 1.15 1.15 1.15 1.15
2.18 2.21 2.34 2.34 2.41 2.59 2.59
rails down) 1.84 1.75 1.88 1.86 1.99 211 211
1.67x0.74 2.27x0.81 2.27x0.81 2.27x1.12 2.27x1.12 2.27x1.12  2.64x0.81
0.9 0.9 0.9 0.9 0.9 09 0.9
0.09 0.1 0.1 01 0.1 01 0.1
0.019 0.019 0.019 0.019 0.019 0.019 0.019
1.38 1.87 1.87 1.87 1.87 1.87 2.22
0/1.64  0/210  0/2.10 0/220 0/220  0/2.20 2.65
4/05 2415 2415 2415 2415 2415 2415
24/2 /3 /3 /3 24/3 24/3 /3
5 45 45 4.0 4.0 4.0 4.0
0.8 0.8 0.8 0.8 0.8 0.8 0.8
/22 42/30 42/30 36/33  54/42 84/38  88/60
4x6/185 4x6/210 4x6/210 4x6/210 4x6/210 4x6/210 4x6/210
20/25  24/25 24/25 24/25 2/ 25 2/ 25 24/25
25 25 25 25 25 25 25
2-3 2-3 2-3 23 23 2-3 23
305x100 381x127 381x127 381x127 381x127 381x127 381x127
1240 1900 2080 2220 2490 2760 2800
DC: Direkt Hareket/
Direct Drive
NL-SEL 5.8 DC NL-SEL58DC  0.74m
NL-SEL6ODC  0.81m
NL-SELBODC  0.81m
NL-SEL/X8.0DC 1.12m
NL-SEL10.00C 1.12m
NL-SEL120DC 1.12m
NL-SEL140DC 0.21m
-
NL-SEL58DC  1.84m
NL-SEL60DC  1.75m
NL-SEL8ODC  1.88m
NL-SEL/X8.0DC 1.86m
NL-SEL10.00C 1.99m
NL-SEL1200C 2.17m
NL-SEL1400C 2.47m

NL-SEL58DC  1.84m
NL-SEL6.0DC ~ 2.48m
NL-SEL8.0DC  2.48m
NL-SELX8.0DC 2.48m
NL-SEL10.0DC 2.84m
NL-SEL12.0DC 2.84m
NL-SEL140DC 2.84m

NL-SEL5.8DC  0.76m
NL-SEL6.0DC  0.81m
NL-SEL8.0DC  0.81m
NL-SEL/X8.0DC 1.15m
NL-SEL10.0DC 1.15m
NL-SEL12.0DC 1.15m
NL-SEL140DC 1.15m
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Standard ekipmanlar

o Orantili kontroller

o Otomatik cukur korumasi

*Kendinden kilitlenir
platform kapis

o Toplam kaldirma
yiiksekliginde siiriis imkani

o{z yapmayan tekerler

o2WD

o Otomatik fren sistemi

o Acil durum indirme vanasi

o Acil durdurma butonu

o Silindir futma vanas

o Arag iistil diyognostik sistemi

o Alarmli eim sensoru

o Hareket alarm

*Korna

o Saat sayac

o Forklif cepleri

o Katlanabilir korkuluk

o Genisletme platform

o §arj korumasi

oFlasli uyan lambasi

Opsiyonlar

o Asiri yiikleme sensirii,
alarmh

o Platforma AC
elekirik diizenegi

* Platform alisma igiklan

* Platforma hava hatti
baglantisi

Standard equipment

* Proportional controls

* Automatic pothole protection
+ Self-lockgate on platform
* Drivable at full height

« Non marking tyres

«2WD

* Automatic brakes system
* Emergency lowering system
« Emergency stop buttons
* Cylinder holding valve
*Onboard dianostic system
*Tilt sensor with alarm

« Al motion alarm

*Hom

*Hour meter

« Safety brackets

« Forkift pockets

* Extended platform

« Charger protection

* Flashing beacon

Optionals

* Overload sensor with alarm
* AG power to the platform

+ Platform work lights

* Airling to the platform

NL-SEL5.8DC 7.8m
NL-SEL6.0DC  8m
NL-SEL8.0DC  10m
NL-SEL/X8.0DC 10m
NL-SEL10.0DC 12m
NL-SEL 12.0DC 13.8m
NL-SEL 14.0DC 15.7m




Akiilii kaldirma / Akiilii yiiriitme

Akiiye kolay erisim

Katlanabilir korkuluk

Ustiin manevra kabiliyeti

Su gegirmezlik

Egimli zeminde kullanilabilme|





